
BRIDGE PU  NECK PU 

CABLE 

 

4 CONDUCTOR CABLE 
(BLUE = SHIELD) 
 

SINGLE CONDUCTOR CABLE 
(BLUE = SHIELD) 
 

INSULATING TUBING 

  
SOLDER CONNECTION 

 

 

SEE SHEET 2 
FOR SWITCH 

WIRING DETAIL 

33 SERIES HARNESS 
 

KIRKLAND 
B         17AUG2010 

1:1            1            2 

2 - POTS, ALPHA A500K, 3/8 BUSHING 
 
1 - 4PDT “ON/ON” MODE SWITCHE 
SALECOM T80T8401-ZBQE-H 
 
1 – PICKUP SELECTOR TOGGLE 
 15/32 X 32 BUSHING 
 
1 - 153J TONE CAPACITOR, MYLAR 
 
1 – OPEN FRAME OUTPUT JACK 
 

 

 

SALECOM T80T8401-ZBQE-H 
NOTCH “DOWN” 

VOLUME  

SOLDER BRIDGE GROUND 
TO BACK OF VOLUME POT 

 

 

TONE ★ 

CHANGES FROM REV A: 
 

★ TONE CONTROL FEED MOVED TO WIPER 

OF VOLUME POT 

 
 

 

 



 

 

1. Pickup selector cable installed. 

 

 

 

 

 

2. Pickups cables installed. 

(Shield wire shown in blue. Insulating tubing not shown for clarity.) 
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